
Universeel Merkspecifiek 

PackTalk / 
Duo

Smartpack 
/ Duo

Freecom 4 
/ Duo

Freecom 2 
/ Duo Freecom 1

Schuberth 
SC10U C3/
C3 Basic/
C3 Pro/E1

SC1 Ad-
vanced C4/

R2

SC1  
Standard 

C4/R2

Schuberth  
SRCS C3 
Pro/C3/

S2/C2/E1

Schuberth 
M1

SmartH / 
Duo SHO-1

Intercom

Intercom - Motor naar Motor tot 1.6 km of 
8 km

tot 1.6 km of 
5 km

tot 1.2 km × × tot 1.6 km tot 1.6 km tot 1.0 km tot 700 m tot 500 m tot 1.2 km of 
3,6 km

tot 1.6 km

Intercom - Rijder naar passagier √ √ √ √ × √ √ √ √ √ √ √

Meerdere intercomverbindingen “15 conference 
call of 8  afwis-

selend”

“4 conference 
call of 8  afwis-

selend”

4 conference call 
of 4 afwisselend

2 full-duplex  
(rijder-passagier)

× 4 conference call 4 conference call 4 conference call “4 conference 
call of 8  afwis-

selend”

× “4  conference 
call of 8  afwis-

selend”

4 conference call

Click-to-Link voor spontane intercomverbinding √ √ √ √ × × × × × √ √ √

DMC technologie √ √ × × × × × × × × √ ×

Gateway™ - Koppelen met andere merken √ √ √ √ × √ √ √ × × √ ×

Connectiviteit

Mobiele telefoon verbinding √ √ √ √ √ √ √ √ √ √ √ √

Verbinding 2 mobiele telfoons √ √ √ √ √ √ √ √ √ √ √ √

GPS verbinding √ √ √ √ √ √ √ √ √ √ √ √

FM Radio (intern) √ (+RDS) √ (+RDS) √ (+RDS) √ (+RDS) × √ (+RDS) √ (+RDS) × √ (+RDS) × √ (+RDS) √ (+RDS)

MP3 via A2DP stereo √ √ √ √ √ √ √ √ √ √ √ √

Muziek delen (tussen rijder en passagier) √ √ √ √ × √ √ × × √ √ √

Intercom naar mobiele telefoon √ √ × × × × × × × × √ √

Technologiën

Cardo Community Platform √ √ √ √ √ n.v.t. n.v.t. n.v.t. √ √ √ √

Sena Device Manager n.v.t. n.v.t. n.v.t. n.v.t. n.v.t. √ √ √ n.v.t. n.v.t. n.v.t. n.v.t.

Software Upgrades √ √ √ √ √ √ √ √ √ √ √ √

Cardo SmartSet App (iOS/Android) √ √ √ √ √ n.v.t. n.v.t. n.v.t. √ × √ √

Sena Smartphone App (iOS/Android) n.v.t. n.v.t. n.v.t. n.v.t. n.v.t. √ √ √ n.v.t. n.v.t. n.v.t. n.v.t.

Spraakopdracht bediening √ √ × × × × × × √ × √ √

Gesproken statusmeldingen √ √ √ √ √ √ √ √ √ × √ √

Auto volume aanpassingen √ √ √ √ √ √ √ √ √ √ √ √

Digital Signal Processing (DSP technologie) √ √ √ √ √ × × × √ √ √ √

Intercom spraakactivatie (VOX) √ √ √ √ × √ √ √ √ √ √ √

Telefoon spraakactivatie (VOX) √ √ √ √ √ √ √ √ √ √ √ √

Hot Dial (bel een voorgeprogrammeerd nummer) √ √ √ √ √ √ √ √ × √ √ √

Parallel Audio Streaming √ √ √ √ √ × × × × × √ ×

Algemeen

Past in nagenoeg alle helmen √ √ √ √ √ × × × × × × ×

Ruisonderdrukkende microfoon √ √ √ √ √ √ √ √ √ √ √ √

Microfoontype* Hybride & 
Draad*

Hybride & 
Draad*

Hybride & 
Draad*

Hybride & 
Draad*

Hybride Staaf Geïntegreerd in 
wangstukken

Geïntegreerd in 
wangstukken

Staaf Geïntegreerd in 
wangstukken

Hybride & 
Draad*

Hybride & 
Draad*

Verwisselbare microfoon √ √ √ √ √ × × × × × √ √

Verwisselbare speakers (3.5 mm) √ √ √ √ √ × × × √ × √ √

Verwisselbare  accu × × × × × × √ √ × × × √

Spraaktijd / Standby “13 uur / 1 
week”

“13 uur / 1 
week”

“13 uur / 1 
week”

“13 uur / 1 
week”

“13 uur / 1 
week”

“10 uur / 1 
week”

“14 uur / 1 
week”

“9 uur / 1 week” “13 uur / 1 
week”

“10 uur / 1 
week”

“13 uur / 1 
week”

“13 uur / 1 
week”

Compatibliliteit met andere Cardo modellen √ √ √ √ × × × × √ √ √ √

Compatibliliteit met andere Sena modellen × × × × × √ √ √ × × × ×

* Een staafmicrofoon is optioneel los verkrijgbaar.
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